
RED DEER MEMORIAL CENTRE

Main Stage Auditorium — Technical Specifications
Technical Information · Updated July 2026. Equipment and availability are subject to change without notice. Rental rates are listed in the

Rental Rates & Charges.

Seating Capacity — 700

Floor is raked. Mezzanine is just 3 steps above Main Floor. Wheelchair access via the Central Alberta Theatre Society Studios entrance; 1

washroom and lower lobby on ground level, elevator to auditorium — main lobby with Box Office is stair access only.

The Stage

Dimensions

Drapery

Main Curtain — scarlet velour, manually operated from DSR. Centre split controls proscenium width. Main curtain follows

the curve of the apron about 0′-18″ from edge of stage. Main Border is dead hung.

Traveler — black, manually operated split travel from DSR; when open, acts as first legs 4′-6″ US of Mains.

Legs — 2 sets between Traveler and US Blacks, hung on an angle to restrict sight-lines into the wings.

US Blacks — hang 1′ DS of Cyc on a track; manually drag open from centre to reveal Cyc, and left hanging as 4th legs to

cover offstage edges of Cyc.

Cyclorama — white, floor to ceiling, 40′-6″ wide; dead hung 3′-8″ from US wall. This area acts as a cross-over but is

restricted in three places by pillars sticking out 1′-2″ from the US wall. Nothing can ever touch the Cyc.

Border — 1 black 3′-8″ border can hang in front of the traveler or 2nd legs.

Movie Screen — dead hung 7′-6″ upstage from edge of apron at centre; manually operated from DSL. Screen is 19′-6″

wide and unrolls from the ceiling to the floor. Opaque — cannot be used for rear projection.

Projector — ceiling mounted over audience. NEC NP-PA653UL with NP-40ZL lens. HDMI hookups at FOH and stage left.

Available for rent; see the Rental Rates & Charges.

Nothing may be pinned or taped to the drapery. Light-weight items may be pony clipped or butterfly clipped. Stage floor is masonite on

hardwood, painted black. There is no orchestra pit — space can be created by removing seats in the centre of the first 2 rows, where time

permits before and after your production, with enough notice and at an additional cost. The only major obstruction is the dimmer system USR.

Open flame and energetics / pyro are not permitted.

Section C — 252 seats (Main Floor Centre)•

Section A — 136 seats (Main Floor, House Right)•

Section B — 136 seats (Main Floor, House Left)•

Mezzanine — 168 seats (behind Main Floor)•

Wheelchair — 8 seats (between Main Floor and Mezzanine)•

Proscenium width: 42′-0″ maximum (adjusted by Main Curtain); typical width is 38′.•

Proscenium height: fixed at 11′-8″ as defined by the Main Border.•

Lighting pipes: 14′-5″ above stage floor. Ceiling: 15′-8″ above stage floor.•

Stage is raised 3′-10″ above the audience floor.•

Stage floor: 63′-2″ wide and 20′-6″ deep in the wings. The apron is curved — starting 7′-8″ from the stage-right

wall and 7′-2″ from the stage-left wall, so centre stage has an additional 5′-10″ of depth (26′-4″ overall depth at

centre stage, front edge to back wall; 22′-10″ from front edge of stage to cyclorama).

•

Height of the opening between the stage and the loading dock is only 9′-9″.•

Lighting pipes do not lower in — they are fixed on the ceiling, which makes it difficult to swap fixtures.•
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Available Power

12 circuits available for stage power:

Lighting System

All lighting pipes are fixed and only accessible by ladder — the 4-colour wash from FOH cannot be refocused.

Instrumentation

Unique II Hazer & Radiance Hazer available for rent. The Central Alberta Theatre Society operates multiple venues — availability of equipment is

subject to change without notice.

Sound System

Main Speakers

Playback & Monitors

Microphones

(1) 200 amp 3-phase with Cam Lock connectors, MSR•

(1) 100 amp 3-phase Tie-In, DSR•

(2) NEMA L21-30 3-phase 30 amp twist-lock connectors (one SL, one SR)•

(4) 40 amp Range (stove) plugs, USR•

(1) 50 amp Range (stove) plug, SL•

(4) spaced evenly on upstage wall — 20 amp 110v•

(1) outlet SR — 15 amp 110v•

(2) outlets down front of stage — 15 amp 110v•

(1) quad outlet SL — 2×20 amp 110v•

(1) outlet just inside loading dock from USR — 15 amp 110v•

Console — ETC Element 250/40 with two screens.•

Dimmers — ETC Sensor 48 (DMX 512).•

76 circuits (32 FOH, 36 onstage pipes, 8 in floor USR) @ 20 amps each. 76 dimmers @ 2.4k. All connections are

twist lock.

•

(4) Source Four 90°•

(6) Source Four 70°•

(30) Source Four 50°•

(10) Source Four 36°•

(4) Source Four 19°•

(8) Source Four Zoom 25-50°•

(10) Source Four Jr. Zoom 25-50°•

(6) Source Four Parnel•

(18) Altman 6″ Fresnel•

(6) 3-cell Cyc lights (each colour on a single circuit, so

lamps are only 300W)

•

Console — Midas M32 digital.•

32-channel snakehead located in the stage-left wing. One 40′ 16×4 channel sub-snake available.•

d&b audiotechnik Y-series line array — 4 × Yi8 and 2 × Yi12 per side hang.•

Ground sub array — 6 V-Subs. Powered and processed by d&b 40D amplifiers with ArrayProcessing.•

Front fill — 6 × d&b 44S, powered and processed by d&b 10D amplifier.•

Playback — Denon DN-500CB CD / Bluetooth / USB.•

(5) ElectroVoice ZLX-12P powered monitors; (1) ElectroVoice ZLX-15P powered monitor.•

(10) Shure SM58• (9) Shure SM57•
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DIs, Back Line & Communications

Loading

Loading dock located at the north-west corner of the Memorial Centre, 20′ from the USR wing. Load directly onto the

dock 4′ off the ground (adjustable 6″ up or down), or on ground level through the scene shop via scissor-lift to stage

level. Smallest doorway when loading is between the loading dock and stage at 9′-9″ high and 7′-6″ wide; this doorway

has a fire-curtain which must remain unobstructed.

Parking for trucks and buses along the north side of the facility. One 50 amp Range plug for shore power is available 15′

inside the scene shop by the loading dock.

Dressing Rooms

Wireless internet is available in most areas of the building — password available on arrival. There are no phone lines available for the exclusive

use of a production office; Central Alberta Theatre Society office phones are available for your use on request. All dressing rooms can be

accessed through the loading dock USR, and a door joins the 100-level dressing-room hallway with the stage USL behind the Cyc. Additional

greenroom, a single shower, and laundry facilities can be booked.

Additional rooms for signings, rehearsal, receptions, childcare, etc.: bookings@reddeermemorialcentre.ca  | 

403-967-1769.

General House Rules & Information

(1) Shure Beta 52•

(1) Shure Beta 91A•

(2) Sennheiser 609•

(4) Sennheiser E604•

(2) Rode M5•

(1) Rode NT3•

(2) Shure 55SH Series II•

(2) Samson C02 Condensers•

(3) Shure Microflex Overhead MX202•

(3) Crown PCC-160•

(1) Shure GLX-D wireless handheld SM58•

(1) Sennheiser 421•

DIs: (4) Radial J48 Active, (2) Radial Pro DI Passive, (1) Radial Pro D2 Passive, (3) Radial Pro AV2 Passive.•

Back line: various music stands, mic stands, stools, chairs, rugs. 4×8 risers 2′ tall available with notice; 6 × 4×8 risers

18″ tall.

•

Communications: ClearCom master station in booth; 4 headsets with outlets throughout the auditorium; 4 HME

wireless headsets; master station with hard-wired headset in booth.

•

101 — below stage level; accommodates approx. 10 performers. Make-up mirrors, sink and counter space, costume

rack, toilet.

•

102 — below stage level; accommodates 3 performers. Make-up mirrors, sink and counter space, costume rack,

toilet.

•

201 — above stage level; a dressing-room area and a greenroom area, accommodating up to 50 performers. Toilet

with sink and a shower, make-up mirrors with counter (approx. 950 sq. ft.).

•

Only basic lighting and audio playback are included with the auditorium rental. Any specific requirements must be

discussed with the Technical Manager (operations@reddeermemorialcentre.ca) at least 30 days prior to your rental,

including equipment you are bringing for use with in-house equipment.

•

The Memorial Centre is operated by the Central Alberta Theatre Society — a volunteer-driven, non-profit charitable

organization.

•

Additional event staff can be arranged as needed — see the Rental Rates & Charges for current staffing rates.•

Skilled technicians / stagehands are required for all technical activities and are an additional charge to the presenter.

There is a 4-hour minimum call for technical personnel; most shows will have a minimum of two technicians at all

times, at the Technical Manager’s discretion.

•
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Use of all spaces and equipment is subject to rental charges. Any access to the Memorial Centre for walk-throughs,

rehearsals, loading and striking, etc. may be billed.

•

Please consider appropriate labour and load-in / strike time for community / school productions — contact the

Technical Manager for advice.

•

There is no smoking anywhere in the facility. Please smoke outside and use the appropriate receptacles.•

All decorations and postings related to your event must be approved by the Technical Manager, Front of House

Manager, or Operations Manager.

•

Storage is not permitted outside of the times you have booked the facility.•

The Central Alberta Theatre Society reserves the right to refuse entry to, or to expel anyone from, the Memorial

Centre and the Central Alberta Theatre Society Studios for any behaviour deemed unprofessional or inappropriate.

•
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